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TEMPORARY CONSTRUCTION PARTITION LOCATIONS

TEMPORARY CONSTRUCTION PARTITION LOCATIONS

9'�0"

4'
�0

"

21'�0"

4'
�1

0"

15'�3"

FIRE WALLS

4 HOUR FIRE WALL

FIRE BARRIERS

SHAFT ENCLOSURE

FIRE PARTITIONS

SMOKE BARRIERS

3�HOUR FIRE WALL

2 HOUR FIRE WALL

4 HOUR FIRE BARRIER

2 HOUR SHAFT ENCLOSURE

1 HOUR SHAFT ENCLOSURE

1 HOUR FIRE PARTITION

0.5 HOUR FIRE PARTITION
(SEE GENERAL NOTE A2)

4 HOUR (FIRE) SMOKE BARRIER

SMOKE TIGHT PARTITION
(TO  DECK, SEE GENERAL NOTE A1)

3 HOUR FIRE BARRIER

2 HOUR FIRE BARRIER

1 HOUR FIRE BARRIER

3 HOUR (FIRE) SMOKE BARRIER

2 HOUR (FIRE) SMOKE BARRIER

1 HOUR (FIRE) SMOKE BARRIER

SMOKE TIGHT PARTITION
(TO INTERSTITIAL CEILING)

SMOKE TIGHT PARTITION
(TO PLENUM CEILING)

FIRE RESISTIVE LEGEND

MEANS OF EGRESS: ROOM OR LEVEL
X" = CLEAR WIDTH OF OPENING IN INCHES

MEANS OF EGRESS: EXIT DISCHARGE
X" = CLEAR WIDTH OF OPENING IN INCHES

MEANS OF EGRESS: NUMBER REQUIRED

MEANS OF EGRESS:  HORIZONTAL EXIT 1�WAY

MEANS OF EGRESS:  HORIZONTAL EXIT 2�WAY

AREA OF RESCUE ASSISTANCE
AR

ACCESSIBLE EGRESS COMPONENT

VERTICAL EXIT ENCLOSURE

EXIT ACCESS CORRIDOR

EXIT PASSAGE

EXIT PASSAGE � SUITE
(SEE GENERAL NOTE C1)

STAIRWAY
(NON�REQUIRED MEANS OF EGRESS)

SUITE DESIGNATIONS

X"

X"

#

HE

HEHE

MEANS OF EGRESS

GENERAL NOTES
1. CORRIDOR PARTITIONS IN SPRINKLERED SMOKE COMPARTMENTS NEED NOT

BE FIRE�RATED (UNLESS NOTED OTHERWISE), BUT MUST BE CONSTRUCTED
TO RESIST THE PASSAGE OF SMOKE.

2. THESE LIFE SAFETY PLANS ARE CONCEPTUAL DRAWINGS WHICH INDICATE
WALL TYPES AND FIRE RATINGS BASED ON LIFE SAFETY CODE ANALYSIS.
ACTUAL RATINGS OF WALLS MUST BE FIELD VERIFIED TO CONTINUE
COMPLIANCE WITH LIFE SAFETY CODE 101 AND APPLICABLE BUILDING
CODES.

3. COORDINATE LOCATION OF TEMPORARY PARTITIONS (SEE DETAIL 2/G101) WITH
OWNER'S PROJECT MANAGER AND INFECTION CONTROL OFFICER BEFORE
COMMENCING CONSTRUCTION OF EACH PHASE OF THE PROJECT.

(1) LAYER 5/8" GWB OCCUPIED
SIDE, TAPE ALL SCREW HEADS
AND JOINTS, FINISH OCCUPIED SIDE
WITH PAINT

EXISTING WALL

"WORK"

SIDE OF

BARRIER

OCCUPIED SIDE OF BARRIER

CONT. DUCT TAPE SEAL
ALONG CEILING PERIMETER

COMPRESSIBLE INSULATION

CONT. DUCT TAPE SEAL
EACH SIDE OF WALL

EXISTING FLOOR

B.O. EXISTING  DECK, PROVIDE SMOKE
TIGHT SEALANT AT CEILING

FIRE RATED VISQUEEN FROM CEILING
TO UNDERSIDE OF EXISTING STRUCTURE.
SEAL AT ALL PENETRATIONS.

CAP ALL DUCT WORK THAT PENETRATES
TEMPORARY CONSTRUCTION BARRIERS.

B2 ELEVATION
881'�0"

B1 ELEVATION
893'�0"
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'D' WING

'A' WING

'B 'WING

'C
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G

KEY PLAN

AREA OF WORK

PHASE 3

PHASE 2

PHASE 4

PHASE 5

HATCHED AREA INDICATES PHASE 1.
SCOPE OF PHASE ONE IS TO REMOVE EXISTING GWB CEILING AND REPLACE WITH ACT�2
SYSTEM, SEE SHEET AS111 FOR CEILING PLAN INFORMATION, OVER A WEEKEND PERIOD IN
ORDER TO ALLOW FOR INSTALLATION OF NEW SUPPLY DUCTWORK ON OFF HOURS SCHEDULE
IN ORDER TO COMPLETE SCOPE OF WORK SHOWIN IN PHASE 2 AREA.

CONTRACTOR TO CREATE A TEMPORARY PASS�THRU AT THIS LOCATION DURING
PHASE 3 TO ALLOW FOR ACCESS FROM THE DECONTAMINATION AREA TO THE

STERILE PROCESSING AREA. THE PASS THRU TO HAVE A PAINTED, HOLLOW METAL
DOOR WITH A CLOSER AND A PUSH PLATE AND PULL, NO LATCHING HARDWARE IS

REQUIRED. THE DETAILS OF THIS PASS�THRU TO BE COORDINATED WITH VA
RESIDENT ENGINEER AND SPD STAFF BEFORE CONSTRUCTION AND INSTALLATION.

HATCH AREA INDICATES AREA AND
SCOPE OF ALTERNATE BID.
COORDINATE WITH BIDDING
DOCUMENTS

HATCH AREA
INDICATES AREA

AND SCOPE OF
ALTERNATE BID.

COORDINATE WITH
BIDDING

DOCUMENTS

3  3  3    E a s t    C h i c a g o    S t r e e t
M i l w a u k e e,   W i s c o n s i n   53202
tel  414   271  5350    fax   414   271 7794

m i l w a u k e e

2 2 2  West  Washington  Ave, Suite  650
M a d i s o n,  W i s c o n s i n    5 3 7 0 3
tel  608  442  5350    fax   608  442  6680

m a d i s o n

IBC PROJECT NO.

VA PROJECT NO.

SCALE

DATE

DRAWN

BLDG. NO.

N
O

R
T

H

FULLY SPRINKLERED

AS INDICATED

G101

2010059

JUNE 15, 2011

BID DOCUMENTS

607�10�105

KNS

SPD UPGRADE PROJECT

VA HOSPITAL � `B` WING

GROUND FLOOR

LIFE SAFETY AND

PHASING PLAN

 1/4" = 1'�0"1
PARTIAL GROUND FLOOR PLAN

PROJECT DATA HEALTH CARE
LOCATION

MUNICIPALITY: MADISON

COUNTY: DANE

STATE: WISCONSIN

APPLICABLE BUILDING CODES

NFPA 101 LIFE SAFETY CODE (2000)

DEPT. OF VETERANS AFFAIRS, DESIGN GUIDE FOR STERILE
PROCESSING AND DISTRIBUTION, FEBRUARY 2010

2008 WISCONSIN COMMERCIAL BUILDING CODE

OWNER

DEPARTMENT OF VETERANS AFFAIRS

OCCUPANCY GROUP

B (BUSINESS) PER FP&C REPORT (5/16/2011)

PROJECT TYPE

ALTERATION

 1/2" = 1'�0"2
TYPE 3 TEMPORARY CONSTRUCTION PARTITION

SCALE: 1/4" = 1'�0"

8'4'0" 2'1'

 3/16" = 1'�0"3
PARTIAL GROUND FLOOR PHASING PLAN

# REVISION DATE



02�0402�04

02�0402�04

02�05

02�06

02�06

02�08

02�07

02�07

02�08

02�0702�07

02�08

02�04

02�0902�09

LIMITS OF CONSTRUCTION

05�01

CONTRACTOR TO CREATE A TEMPORARY PASS�THRU AT THIS LOCATION DURING
PHASE 3 TO ALLOW FOR ACCESS FROM THE DECONTAMINATION AREA TO THE

STERILE PROCESSING AREA. THE PASS THRU TO HAVE A PAINTED, HOLLOW METAL
DOOR WITH A CLOSER AND A PUSH PLATE AND PULL, NO LATCHING HARDWARE IS

REQUIRED. THE DETAILS OF THIS PASS�THRU TO BE COORDINATED WITH VA
RESIDENT ENGINEER AND SPD STAFF BEFORE CONSTRUCTION AND INSTALLATION.

09�03

09�03

09�03

02�11

02�11

02�11

02�11

09�03

02�11

09�03

'D' WING

'A' WING
'B 'WING

'C
' W

IN
G

KEY PLAN

AREA OF WORK

3  3  3    E a s t    C h i c a g o    S t r e e t
M i l w a u k e e,   W i s c o n s i n   53202
tel  414   271  5350    fax   414   271 7794

m i l w a u k e e

2 2 2  West  Washington  Ave, Suite  650
M a d i s o n,  W i s c o n s i n    5 3 7 0 3
tel  608  442  5350    fax   608  442  6680

m a d i s o n

IBC PROJECT NO.

VA PROJECT NO.

SCALE

DATE

DRAWN

BLDG. NO.

N
O

R
T

H

FULLY SPRINKLERED

AS INDICATED

AD100A

2010059

JUNE 15, 2011

BID DOCUMENTS

607�10�105

KNS

SPD UPGRADE PROJECT

VA HOSPITAL � `B` WING

PARTIAL GROUND

FLOOR DEMOLITION

PLAN

SCALE: 1/4" = 1'�0"

8'4'0" 2'1'

 1/4" = 1'�0"1
PARTIAL GROUND FLOOR DEMOLITION PLAN

SHEET NOTES � DEMOLITION
1. PATCH EXISTING CONCRETE FLOORS AT LOCATIONS OF DEMOLITION OF EXISTING STRUCTURAL CLAY TILE

WALLS.

2. SEE MECHANICAL, ELECTRICAL, PLUMBING, FIRE PROTECTION AND COMMUNICATION DRAWINGS FOR
ADDITIONAL DEMOLITION ITEMS AND NOTES.

3. PATCH AND REPAIR FLOOR IN PREPARATION FOR NEW FLOORING WHERE WALLS HAVE BEEN REMOVED.

4. PATCH AND REPAIR EXISTING GYPSUM WALLBOARD CEILING AT LOCATIONS ADJACENT TO DEMOLITION OF
EXISTING WALLS AND CONSTRUCTION OF NEW WALLS.

5.
5.

COORDINATE REMOVAL OF EXISTING DOORS, FRAMES, AND HARDWARE WITH RESIDENT ENGINEER.
SALVAGE OR REMOVE AS DIRECTED.

6. REFER TO ROOM FINISH SCHEDULE TO IDENTIFY ALL AREAS BEING ALTERED INCLUDING ROOMS WHERE
ALTERATIONS ARE LIMITED TO NEW FINISHES.  AT ALL ALTERED LOCATIONS, REMOVE ALL INTERIOR AND
WALL MOUNTED ITEMS.  REMOVE ALL FINISHES AND RESIDUAL GLUE.  PREPARE SURFACES FOR NEW FINISH
APPLICATION.

7 CONTRACTOR RESPONSIBLE FOR RELOCATION OF EXISTING MEDICAL EQUIPMENT FROM CURRENT
LOCATION TO NEW LOCATION. REFER TO EQUIPMENT PLAN AND EQUIPMENT SCHEDULE.

KEYNOTES PER SHEET
02�04 PATCH EXISTING CONCRETE FLOORS AT LOCATIONS OF DEMOLITION OF EXISTING STRUCTURAL CLAY TILE

WALLS. FINISH FLOOR HEIGHT OF PATCH TO MATCH EXISTING FLOOR SLAB.

02�05 COORDINATE FLOOR DEMOLITION WITH INSTALLATION OF NEW LINEAR SHOWER DRAIN, SEE PLUMBING
DRAWINGS FOR DETAILS.

02�06 COORDINATE FLOOR DEMOLITION WITH INSTALLATION OF NEW FLOOR AREA DRAIN, SEE PLUMBING
DRAWINGS FOR DETAILS.

02�07 COORDINATE EXISTING DOOR, DOOR FRAME AND WALL DEMOLITION WITH NEW WALL OPENINGS, SEE FLOOR
PLAN FOR NEW DOOR LOCATIONS.

02�08 COORDINATE WALL DEMOLITION WITH EXISTING WALL PROTECTION SHEET, HAND RAIL AND CRASH RAIL
INSTALLATION. PROVIDE END CAPS, SUPPORTS, EDGE TRIM AND ALL OTHER ACCESSORIES REQUIRED TO
CREATE A FINISHED INSTALLATION. SEE DETAIL 5/AS600A.

02�09 VERIFY LOCATION OF EXISTING ACCESS DOORS. EXISTING ACCESS DOORS TO REMAIN AND PROVIDE
ACCESS THROUGH�WALL AND IN�WALL EQUIPMENT. IF ACCESS DOORS NEED TO BE REMOVED, SALVAGE FOR
REUSE AND REINSTALLATION.

02�11 COORDINATE CEILING DEMOLITION WITH INSTALLATION OF MECHANICAL, ELECTRICAL, PLUMBING AND FIRE
PROTECTION SCOPE OF WORK.

05�01 SEE MECHANICAL, ELECTRICAL, PLUMBING AND FIRE PROTECTION DRAWINGS FOR INFORMATION RELATED
TO INSTALLATION OF ACCESS LADDER AND REVISIONS TO EXISTING METAL GRATING AT AREA WELL
ADJACENT TO TOILET ROOM. REFER TO SPECIFICATION SECTION 05 50 00 METAL FABRICATIONS FOR
GENERAL REQUIREMENTS. PROVIDE PRE�ENGINEERED LADDER AS REQUIRED BASED UPON SITE
CONDITIONS. MODIFY EXISTING METAL GRATING AS REQUIRED TO PROVIDE ACCESS TO NEW EXHAUST FAN.

09�03 PATCH EXISTING G.W.B. SUSPENDED CEILING AS REQUIRED BY NEW CONSTRUCTION.

# REVISION DATE



4�5/8"

4�1/4"

3�1/8"

WALL TYPE # DESCRIPTION WIDTH REF TEST STC

S#A
01

6�5/8"

��

2�1/4" ��

1�1/2"

�

�

��

�

�

�

�

(1) LAYER 5/8" GYP BD
ROOM SIDE OF SCHEDULED
MTL STUDS, EXTEND TO
UNDERSIDE OF DECK

BOTTOM OF DECK,
SEE STRUCTURAL FOR
SPECIFIC CONDITIONS

NON�RATED

SCHEDULED CEILING
(AS OCCURS)

6" MTL STUDS

4" MTL STUDS

3�5/8" MTL STUDS

2�1/2" MTL STUDS

1�5/8" MTL STUDS

7/8" MTL FURRING CHANNELSS0A � 01

S1A � 01

S2A � 01

S3A � 01

S4A � 01

S6A � 01

CONTINUOUS SEALANT
@ PERIMETER (TOP &
BOTTOM, ROOM SIDE) @
SMOKE RESISTIVE
CONDITIONS

WIDTH

WALL PRIORITY LEGEND
THIS LEGEND IS FOR GRAPHIC REPRESENTATION ONLY.  SEE WALL TYPES SHEET A010
FOR WALL COMPONENTS, NUMBER OF GYPSUM BOARD LAYERS, GYPSUM BOARD TYPES,
AND OTHER SIMILAR INFORMATION.

LOWER PRIORITY WALL

HIGHER PRIORITY WALLS
SHALL PASS THROUGH A
LOWER PRIOITY WALL

NOTES:
1. SEE WALL TYPES SHEET FOR WALL COMPONENTS, NUMBER OF GYPSUM

BOARD LAYERS, TYPE OF GYPSUM BOARD, AND OTHER SIMILAR INFORMATION.
2. THE HIGHER PRIORITY WALL SHALL PASS THROUGH THE LOWER PRIORITY WALL.
3. TAPING AND SEALING OF HIGHER PRIORITY WALLS SHALL BE CONTINUOUS.
4. ALTERNATE LAYERS OF GYPSUM BOARD SHALL OVERLAP AT CORNER

INTERSECTIONS OF MULTI�LAYERED RATED GYPSUM BOARD PARTITIONS.

TAPE & JOINT COMPOUND (TYP)

LOWER PRIORITY WALL

A

TAPE & SEAL HIGHER PRIORITY
WALL BEHIND INTERSECTING
LOWER PRIORITY WALL (TYP)

TAPE & JOINT COMPOUND (TYP)

HIGHER PRIORITY WALL B

TAPE & JOINT
COMPOUND (TYP)

LOWER PRIORITY WALL

C

HIGHER PRIORITY WALL

D
LOWER PRIORITY WALL

E

TAPE & JOINT COMPOUND (TYP)

CONTINUOUS TAPE
& SEAL  OF HIGHER
PRIORITY WALL
(TYP)

HIGHER PRIORITY
WALL

LOWER PRIORITY WALL

HIGHER PRIORITY WALL

HIGHER PRIORITY WALL

HIGHEST

FOUR HOUR FIRE WALL (4FW). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . PRIORITY 1
THREE HOUR FIRE WALL (3FW). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . PRIORITY 2
TWO HOUR FIRE WALL (2FW). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . PRIORITY 3
FOUR HOUR FIRE BARRIER (4FB). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . PRIORITY 4
THREE HOUR FIRE BARRIER (3FB). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . PRIORITY 5
TWO HOUR RATED SHAFTWALL (2SE). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . PRIORITY 6
TWO HOUR RATED FIRE BARRIER (2FB). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . PRIORITY 7
ONE HOUR RATED SMOKE BARRIER (1SB) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . PRIORITY 8
ONE HOUR RATED SHAFT ENCLOSURE (1SE) . . . . . . . . . . . . . . . . . . . . . . . . . . . . PRIORITY 9
ONE HOUR RATED HAZARDOUS PARTITION. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . PRIORITY 10
ONE HOUR RATED FIRE BARRIER (1FB) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . PRIORITY 11
ONE HOUR RATED FIRE PARTITION . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . PRIORITY 12
NON�RATED SMOKE TIGHT PARTITION AROUND HAZARDOUS SPACES. . . . . . PRIORITY 13
NON�RATED SMOKE TIGHT CORRIDOR PARTITION (SP) . . . . . . . . . . . . . . . . . . . . PRIORITY 14
NON�RATED PARTITION TO DECK. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . PRIORITY 15
NON�RATED PARTITION TO 4" MIN ABOVE CLG. . . . . . . . . . . . . . . . . . . . . . . . . . . . PRIORITY 16

LOWEST

DETAIL ABUTMENT OF DISSIMILAR WALL

INTERSECTION OF RATED WALLS

'D' WING

'A' WING

'B 'WING

'C
' W

IN
G

KEY PLAN

AREA OF WORK

5�1/4"

4�7/8"

3�3/4"

WALL TYPE # DESCRIPTION WIDTH REF TEST STC

S#A
11

7�1/4"

��

2�7/8" ��

�

�

�

��

UL U465

UL U465

UL U465

�

(1) LAYER 5/8" TYPE X
GYP BD BOTH SIDES OF
SCHEDULED MTL STUDS,
EXTEND TO UNDERSIDE
OF DECK

CONTINUOUS SEALANT
@ PERIMETER (TOP &
BOTTOM, BOTH SIDES)
@ SMOKE RESISTIVE
CONDITIONS

BOTTOM OF DECK, SEE
STRUCTURAL FOR
SPECIFIC CONDITIONS

1�HR RATED
WHERE INDICATED ON
LIFE SAFETY SHEETS

SCHEDULED CEILING
(AS OCCURS)

6" MTL STUDS

4" MTL STUDS

3�5/8" MTL STUDS

2�1/2" MTL STUDS

1�5/8" MTL STUDS

��

S1A � 11

S2A � 11

S3A � 11

S4A � 11

S6A � 11

WIDTH

4�5/8"

4�1/4"

3�1/8"

WALL TYPE # DESCRIPTION WIDTH REF TEST STC

S#B
01

6�5/8"

��

2�1/4" ��

1�1/2"

�

�

��

�

�

�

�

(1) LAYER 5/8" GYP BD
ROOM SIDE OF SCHEDULED
MTL STUDS, EXTEND TO 6"
ABOVE CEILING

BOTTOM OF DECK,
SEE STRUCTURAL FOR
SPECIFIC CONDITIONS

NON�RATED

EXTEND EVERY THIRD STUD
TO UNDERSIDE OF DECK

6" MTL STUDS

4" MTL STUDS

3�5/8" MTL STUDS

2�1/2" MTL STUDS

1�5/8" MTL STUDS

7/8" MTL FURRING CHANNELSS0B � 01

S1B � 01

S2B � 01

S3B � 01

S4B � 01

S6B � 01

SCHEDULED CEILING
(AS OCCURS)

5�1/4"

4�7/8"

3�3/4"

WALL TYPE # DESCRIPTION WIDTH REF TEST STC

S#B
11

7�1/4"

��

2�7/8" ��

�

�

�

��

�

(1) LAYER 5/8" GYP BD
BOTH SIDES OF
SCHEDULED MTL
STUDS, EXTEND TO 6"
ABOVE CEILING

BOTTOM OF DECK,
SEE STRUCTURAL FOR
SPECIFIC CONDITIONS

EXTEND EVERY THIRD
STUD TO UNDERSIDE OF
DECK

6" MTL STUDS

4" MTL STUDS

3�5/8" MTL STUDS

2�1/2" MTL STUDS

1�5/8" MTL STUDS

��

S1B � 11

S2B � 11

S3B � 11

S4B � 11

S6B � 11

SCHEDULED CEILING
(AS OCCURS)

�

�

�

NOT RATED
WIDTH

4�5/8"

4�1/4"

3�1/8"

WALL TYPE # DESCRIPTION WIDTH REF TEST STC

S#A
S01

6�5/8"

��

2�1/4" ��

1�1/2"

�

�

��

�

�

�

�

FULL HGT SOUND BATT
INSULATION

(1) LAYER 5/8" GYP BD
ROOM SIDE OF
SCHEDULED MTL STUDS,
EXTEND TO UNDERSIDE OF
DECK

CONTINUOUS SEALANT @
PERIMETER (TOP &
BOTTOM, ROOM SIDE)

BOTTOM OF DECK,
SEE STRUCTURAL FOR
SPECIFIC CONDITIONS

NON�RATED

6" MTL STUDS

4" MTL STUDS

3�5/8" MTL STUDS

2�1/2" MTL STUDS

1�5/8" MTL STUDS

7/8" MTL FURRING CHANNELSS0A � S01

S1A � S01

S2A � S01

S3A � S01

S4A � S01

S6A � S01

SCHEDULED CEILING
(AS OCCURS)

WIDTH

5�1/4"

4�7/8"

3�3/4"

S#A
S11

7�1/4"

��

2�7/8" ��

�

�

�

��

(1) LAYER 5/8" TYPE X
GYP BD BOTH SIDES OF
SCHEDULED MTL
STUDS, EXTEND TO
UNDERSIDE OF DECK

BOTTOM OF DECK,
SEE STRUCTURAL FOR
SPECIFIC CONDITIONS

1�HR RATED
WHERE INDICATED ON
LIFE SAFETY SHEETS

FULL HGT SOUND BATT
INSULATION

6" MTL STUDS

4" MTL STUDS

3�5/8" MTL STUDS

2�1/2" MTL STUDS

1�5/8" MTL STUDS

��

S1A � S11

S2A � S11

S3A � S11

S4A � S11

S6A � S11

WALL TYPE # DESCRIPTION WIDTH REF TEST STC

SCHEDULED CEILING
(AS OCCURS)

CONTINUOUS SEALANT
@ PERIMETER (TOP &
BOTTOM, BOTH SIDES)

WIDTH

�

�

� �UL U465

UL U465

UL U465

4�5/8"

4�1/4"

3�1/8"

WALL TYPE # DESCRIPTION WIDTH REF TEST STC

S#B
S01

6�5/8"

��

2�1/4" ��

1�1/2"

�

�

��

�

�

�

�

6" MTL STUDS

4" MTL STUDS

3�5/8" MTL STUDS

2�1/2" MTL STUDS

1�5/8" MTL STUDS

7/8" MTL FURRING CHANNELSS0B � S01

S1B � S01

S2B � S01

S3B � S01

S4B � S01

S6B � S01

(1) LAYER 5/8" GYP BD
ROOM SIDE OF SCHEDULED
MTL STUDS, EXTEND TO 6"
ABOVE CEILING

BOTTOM OF DECK,
SEE STRUCTURAL FOR
SPECIFIC CONDITIONS

NON�RATED

EXTEND EVERY THIRD
STUD TO UNDERSIDE OF
DECK

SOUND BATT INSULATION

CONTINUOUS SEALANT
@ PERIMETER (BOTTOM,
ROOM SIDE)

SCHEDULED CEILING
(AS OCCURS)

48" MIN

WIDTH

5�1/4"

4�7/8"

3�3/4"

WALL TYPE # DESCRIPTION WIDTH REF TEST STC

S#B
S11

7�1/4"

��

2�7/8" ��

�

�

�

��

�

(1) LAYER 5/8" GYP BD BOTH
SIDES OF SCHEDULED MTL
STUDS, EXTEND TO 6"
ABOVE CEILING

CONTINUOUS SEALANT
@ PERIMETER (BOTTOM,
BOTH SIDES)

BOTTOM OF DECK,
SEE STRUCTURAL FOR
SPECIFIC CONDITIONS

EXTEND EVERY THIRD
STUD TO UNDERSIDE OF
DECK

6" MTL STUDS

4" MTL STUDS

3�5/8" MTL STUDS

2�1/2" MTL STUDS

1�5/8" MTL STUDS

��

S1B � S11

S2B � S11

S3B � S11

S4B � S11

S6B � S11

SCHEDULED CEILING
(AS OCCURS)

SOUND BATT
INSULATION

�

�

�

NON�RATED

48" MIN

WIDTH

48" MIN

UNDERSIDE OF EXISTING CONCRETE DECK

METAL STUD RUNNER SLIP
TRACK ATTACHED TO DECK ABOVE

GYP BD FASTENED TO
VERTICAL STUDS ONLY

VERTICAL STUDS TO REMAIN
UNATTACHED TO ALLOW FOR
DEFLECTION

WALL TYPE AS SCHEDULED

SEALANT AT SOUND WALLS

UNDERSIDE OF EXISTING CONCRETE DECK

FIRE TRAK SHADOWLINE

SEALANT � BOTH SIDES

WALL TYPE PER PLAN

1�HOUR RATED STUD PARTITION TO DECKING

5/8" TYPE 'X' GYP BD � BOTH SIDES

METAL STUD PER WALL TYPE

UL SYSTEM NO. HW�D�0060

GENERAL NOTES � WALLS

1. PENETRATIONS IN WALLS REQUIRING PROTECTED OPENINGS SHALL BE
FIRE�STOPPED USING UL TESTED OR EQUIVALENT TESTING AGENT
MATERIALS AND METHODS. ALL METHODS MUST PASS LOCAL
AUTHORITY INSPECTION.

2. REFER TO ARCHITECTURAL FLOOR PLANS FOR INTERIOR WALL TYPE
TAGS.

3. PROVIDE 5/8” TYPE "X" FIBERGLASS�MAT FACED, MOLD AND
MOISTURE RESISTANCE GYPSUM BOARD FOR ALL “S” (METAL STUD
WALLS) UNLESS OTHERWISE NOTED.

4. PROVIDE CEMENTITIOUS BACKER BOARD SUBSTRATE WHERE WALLS
ARE SCHEDULED TO RECEIVE CERAMIC TILE.

5. REFER TO LIFE SAFETY PLANS FOR FIRE BARRIER, FIRE PARTITION
AND SMOKE PARTITION RATINGS, LOCATIONS AND REQUIREMENTS.

6. PROVIDE PROPRIETARY FIRESTOP TRACK TOP RUNNER TO ALLOW
PARTITION HEADS TO EXPAND AND CONTRACT WITH STRUCTURE.

7. INSTALL INSULATION BEARING UL CLASSIFICATION IN ALL RATED
WALLS.

8. PROVIDE FIRE STOP AND/OR SMOKE STOP SYSTEMS AT ALL
PENETRATIONS AND OPENINGS THROUGH FIRE RATED WALLS AND/OR
SMOKE RATED WALLS TO MAINTAIN THE INTEGRITY OF THAT
CONSTRUCTION AS LISTED BY U.L.

9. ALL PENETRATIONS, OPENINGS (INCLUDING THE WALLS’ PERIMETER)
THROUGH SOUND RATED WALLS ARE TO BE SEALED.

WALL TYPE # DESCRIPTION WIDTH REF TEST STC

S�F
S11

��

� ��

MATCH

�

�

��

�

(1) LAYER 5/8" GYP BD BOTH
SIDES OF MTL STUDS

�

INFILL EXISTING OPENINGS�F � S11

�

SOUND BATT
INSULATION

�

�

�

NON�RATED
MATCH WIDTH OF EXISTING

EXISTING WALL

EXISTING WALL

���

���

���

���
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WALL TYPES

00

000

B

000.000

0

NAME

0000

TYPE

HEIGHT

XXX
00

FLOOR

BASE

WALL

REMARKS

000

000

000

WALL

DOOR

KEYNOTE

REVISION

FURNITURE

EQUIPMENT

WINDOW
XX
000

CEILING

CASEWORK

FINISH PLAN

A

B

A

ELEVATION
DATUM

VIEW NUMBER

VIEW NAME

VIEW SCALE

A000 2
4

1

3

DEMOLITION

GRID AND GRID IDENTIFICATION

1 21 2

A000

00

A000

00

SIM

A000

00

SIM

BUILDING
SECTIONS

OTHER
SECTIONS

CONSTRUCTION PHASES

ELEVATIONS

ROOM

DETAILS

TITLE

1/2" = 1' � 0"
DIMENSION REFERENCES

EXISTING NEW

NEW EXISTING

19

SIM

TAGSCALLOUTS GRAPHICS

NORTH ARROW

TO OBJECT CENTER TO OBJECT FACE
OR OTHER GEOMETRY

EQ EQ EQ

EQ EQ EQ

5'�0" 5'�0"

W" x H" x D"

A000

000

Level

0'�0"

T
T&M

TEMP
TER

TERB
TFF

TKBD
TO

TOB
TOC
TOJ

TOPO
TOS
TOS

TV
TYP

U
UNO

V
VEND
VERT
VF/CI

VF/OI

VF/VI

VNR
VIF

W
W

W/
W/O
WC
WC
WD

WDB
WDV

WH
WP
WP

X
XPS

time & materials
temperature
terrazzo
terrazzo base
top of finish floor
tackboard
top of
top of beam
top of concrete
top of joist
topography
top of slab
top of steel
television
typical

unless noted
otherwise

vending machine
vertical
vendor furnished,
contractor installed
vendor furnished,
owner installed
vendor furnished,
vendor installed
veneer
verify in field

west
with
without
water closet
wall covering
wood
wood base
wood veneer
water heater
wall protection
workpoint

extruded polystyrene
board (insulated)

P
PLYWD

PNL
PREFAB
PREFIN

PSI

PT
PTN

Q
QT

QTB

R
RB

RCP

RD
REBAR

REC
REF
REF

RF
REV
RFS

RO
RS

RSB

S
S

SAN
SC
SC
SF

SIM
SS

SST
ST
ST

STN
STNB

STRUCT

plywood
panel
prefabricated
prefinished
pounds per
square inch
paint, painted
partition

quarry tile
quarry tile base

resilient base
reflected
ceiling plan
roof drain
reinforcing
steel bars
recess
reference
refrigerator
resilient flooring
revision
room finish
schedule
rough opening
resinous flooring
resinous
flooring base

south
sanitary
sealed concrete
solid core
square foot
similar
solid surface
stainless steel
stain
stair
stone
stone base
structure

I
ID

INSUL
INT

J
JA

L
LAM
LAV

LL

M
MAX

MC
MECH

MFR
MICRO

MIN
MIN

MISC
MO
MS

MTL

N
N

NA
NIC
NO
NM
NS

NTS

O
OC
OD

OF/CI

OF/OI

OF/VI

OH DR

OPH
OPNG

inside diameter
insulation
interior

janitor sink

laminate
lavatory
live load

maximum
modular carpet tile
mechanical
manufacturer
microwave oven
minimum
minute
miscellaneous
masonry opening
mop sink
metal

north
not applicable
not in contract
number
nominal
no scale
not to scale

on center
outside diameter
owner furnished,
contractor installed
owner furnished,
owner installed
owner furnished,
vendor installed
overhead
(coiling) door
opposite hand
opening

F
F
F

FA
FA

FAB
FAX

FC
FD

FEC
FHC

FG
FLR
FM
FM
FO
FP
FP

FPL
FT

FTG

G
GA

GALV
GB
GC
GL

GLT
GLU LAM

GR
GT

GYP BD

H
HB
HC

HCP
HM

HORIZ
HSKP

HGT
HVAC

HW
HWY

female
filler
fire alarm
fluid applied
fabric
facsimile
file cabinet
floor drain
fire extinguisher cabinet
fire hose cabinet
foot grille
floor
factory mutual
floor mat
finished opening
fire protection
fireproof
fireplace
feet, foot
footing

gauge
galvanized
grab bar
general contractor
glass
glass tile
glue laminated wood
grade, grading
grout
gypsum board

hose bibb
hollow core
handicapped
hollow metal
horizontal
housekeeping
height
heating,ventilating
& air conditioning
hot water
highway

C
CJ
CL

CLG
CLR
CM

CMU

CO
COL

CONC
CORR
CONT

CPT
CSWK

CT
CTB

D
DEMO
DEPT

DF
DFS

DIA
DR

DR FR
DTL
DS

DW
DWG

E
E

EIFS
EL
EJ

ELEC
ELEV

EPS

EQ
EXIST

EXP
EXT

(continued)
construction joint
centerline
ceiling
clear
construction
management
concrete masonry
unit
cleanout
column
concrete
corridor
continuous
carpet
casework
ceramic tile
ceramic tile base

demolition
department
drinking fountain
door and frame
schedule
diameter
door
door frame
detail
downspout
dishwasher
drawing

east
exterior insulation
& finish system
elevation
expansion joint
electric, electrical
elevator
expanded
polystyrene  board
equal
existing
expand, expansion
exterior

air condition
Architect/Engineer
acoustical
ceiling tile
additional
addendum
above finished
counter
above finished
floor
above finished
grade
above finished
slab
alternate
aluminum
approved
apartment
above suspended
ceiling

baseboard
bulletin board
building
blinds (window)
borrowed light
below
base plate
bottom of
bottom of steel

catch basin
construction bulletin
contractor furnished,
contractor installed
contractor furnished,
owner installed
contractor furnished,
vendor installed
corner guard
chalkboard
cast�in�place
control joint

A
A/C
A/E

ACT

ADDL
ADD
AFC

AFF

AFG

AFS

ALT
ALUM
APPD

APT
ASC

B
BB
BB

BLDG
BL

BLT
BLW
BPL
BO

BOS

C
CB
CB

CF/CI

CF/OI

CF/VI

CG
CH BD

CIP
CJ

ABBREVIATIONS

SYMBOL LEGEND

 3" = 1'�0"

TYP STUD PARTITION / DECK JUNCTION � NON�RATED
 3" = 1'�0"

TYP STUD PARTITION / DECK JUNCTION � RATED

GENERAL NOTES � INTERIOR ALTERATIONS
Clean Project site and work areas daily, including common areas. Remove liquid spills promptly. Where
dust would impair proper execution of the Work, broom!clean or vacuum the entire work area, as
appropriate.

Conduct selective demolition and debris!removal operations to ensure minimum interference with other
adjacent occupied and used spaces.

Do not demolish building elements beyond what is indicated on Drawings without Architect's approval:

Cut or drill from the exposed or finished side into concealed surfaces to avoid marring existing finished
surfaces

Neatly cut openings and holes plumb, square, and true to dimensions required.

Hazardous Materials: It is unknown if hazardous materials will be encountered in the Work. If materials
suspected of containing hazardous materials are encountered, do not disturb; immediately notify Owner.

All salvaged materials shall be returned to Owner or removed as directed by Owner.

Provide final protection and maintain conditions that ensure installed Work and all existing items to
remain are without damage or deterioration at time of Substantial Completion.

Conduct final cleaning and waste!removal operations to comply with local laws and ordinances and
Federal and local environmental and antipollution regulations. Clean each surface or unit to condition
expected in an average commercial building cleaning and maintenance program.  Comply with
manufacturer's written instructions.

Clean adjacent structures and improvements of dust, dirt, and debris caused by selective demolition
operations.  Return adjacent areas to condition existing before selective demolition operations began.

Casework shown for coordination purposes only.

Coordinate sizes and locations of framing, blocking, furring, reinforcements, and other related units of
Work specified in other Sections to ensure that interior architectural woodwork can be supported and
installed as indicated.

Finishes General :  Examine substrates, surfaces and conditions and apply new finishes only after
unsatisfactory conditions have been corrected.

Remove and replace ceiling tiles and other ceiling components that cannot be successfully cleaned and
repaired to permanently eliminate evidence of damage.

Remove floor coverings and adhesive according to recommendations in RFCI!WP and its Addendum.

Place free standing equipment units in final locations after finishes have been completed in each area.
Verify that clearances are adequate to properly operate equipment.

Securely anchor built in equipment units to supporting cabinets or countertops with concealed fasteners.
Verify that clearances are adequate for proper functioning and rough openings are completely
concealed.

GENERAL NOTES � INTERIOR ALTERATIONS
Definitions

"Approved":  When used to convey Architect's action on Contractor's submittals, applications, and
requests, "approved" is limited to Architect's duties and responsibilities as stated in the Conditions of the
Contract.

"Cutting":  Removal of in!place construction necessary to permit installation or performance of other
Work.

"CF/CI": Contractor Furnished/ Contractor Installed equipment, assembly or item

"Demolish":  Completely remove and legally dispose of off!site.

"Directed":  A command or instruction by Architect or Owner.  Other terms including "requested,"
"authorized," "selected," "required," and "permitted" have the same meaning as "directed."

"Furnish":  Supply and deliver to Project site, ready for unloading, unpacking, assembly, installation, and
similar operations.

"Indicated":  Requirements expressed by graphic representations or in written form on Drawings, in
Specifications, and in other Contract Documents.  Other terms including "shown," "noted," "scheduled,"
and "specified" have the same meaning as "indicated."

"Install":  Operations at Project site including unloading, temporarily storing, unpacking, assembling,
erecting, placing, anchoring, applying, working to dimension, finishing, curing, protecting, cleaning, and
similar operations.

"OF/CI": Owner Furnished/ Contractor Installed equipment, assembly or item. Coordinate details of
items to be installed with Owner/ Resident Engineer.

"OF/OI:" Owner Furnished/ Owner Installed, equipment, assembly, furniture or item. Coordinate all utility
connections,  blocking and bracing requirements and other details requiring coordination between the
Owner's forces/ separate contractors scope of work and the scope of work related to this project.

"Patching":  Fitting and repair work required to restore surfaces to original conditions after installation of
other Work.

"Provide":  Furnish and install, complete and ready for the intended use.

"Recycle":  Recovery of demolition waste for subsequent processing in preparation for reuse.

"Regulations":  Laws, ordinances, statutes, and lawful orders issued by authorities having jurisdiction,
and rules, conventions, and agreements within the construction industry that control performance of the
Work.

"Remove":  Detach items from existing construction and legally dispose of them off!site, unless
indicated to be removed and salvaged or removed and reinstalled.

"Remove and Reinstall":  Detach items from existing construction, prepare them for reuse, and reinstall
them where indicated.

"Remove and Salvage":  Detach items from existing construction and deliver them to Owner.

"Salvage":  Carefully detach from existing construction, in a manner to prevent damage, and deliver to
Owner.  Include fasteners or brackets needed for reattachment elsewhere.

Use of premises: Contractor shall have limited use of premises. Surrounding spaces shall be occupied
and used by owner and hospital staff.

Provide protection to ensure safe passage of people around selective demolition area and to and from
occupied portions of building.

Maintain existing building in a weathertight condition throughout construction period.  Repair damage
caused by construction operations.  Protect building and its occupants during construction period.

Cover and protect furniture, furnishings, and equipment that have not been removed.

Protect in!place construction during cutting and patching to prevent damage.  Provide protection from
adverse weather conditions for portions of Project that might be exposed during cutting and patching
operations.

Protect walls, ceilings, floors, and other existing finish work that are to remain or that are exposed during
selective demolition operations.

Demolish and remove existing construction only to the extent required by new construction and as
indicated.  Use methods required to complete the Work within limitations of governing regulations and
as follows :

Remove, replace, patch, and repair materials and surfaces cut or damaged during selective demolition,
by methods and with materials so as not to void existing warranties.

Maintain services/systems indicated to remain and protect them against damage during selective
demolition operations.

Do not cut and patch operating elements and related components in a manner that results in reducing
their capacity to perform as intended or that results in increased maintenance or decreased operational
life or safety.

Locate, identify, disconnect, and seal or cap off indicated utility services and mechanical/electrical
systems serving areas to be selectively demolished.

Work Restrictions: Coordinate utility interruptions with Resident Engineer.

Do not cut and patch structural elements in a manner that could change their load!carrying capacity or
load!deflection ratio.

Contractor is responsible for establishing a construction waste management plan for salvaging,
separating, recycling and disposing of construction waste.  Contractor shall secure approval for plan
from Owner prior to beginning work.

Debris shall be removed from the premises in accordance with approved waste management plan

# REVISION DATE
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PARTIAL GROUND

FLOOR PLANS

 1/4" = 1'�0"1
PARTIAL GROUND FLOOR PLAN FLOOR PLAN

SCALE: 1/4" = 1'�0"

8'4'0" 2'1'

 1/2" = 1'�0"2
TOILET ROOM � ENLARGED PLAN

TOILET ROOM ACCESSORY SCHEDULE

TAG DESCRIPTION REMARKS

GB01 36" Grab Bar � Straight AS SPECIFIED, CF/CI

GB02 42" Grab Bar � Straight AS SPECIFIED, CF/CI

GB03 18" Grab Bar � Straight � Vertical AS SPECIFIED, CF/CI

GB27 18" x 30" Grab Bar � L Shaped AS SPECIFIED, CF/CI

MD20 Soap Dispenser � Surface Mounted OF/CI

MR24 Mirror with Frame AS SPECIFIED, CF/CI

MR24 Mirror with Frame ROOM B53B, AS SPECIFIED, CF/CI

PB20 Soap Dish AS SPECIFIED, CF/CI

PD01 Paper Towel Dispenser � Surface Mounted OF/CI

SH01 Shower Curtain Rod AS SPECIFIED, CF/CI

SH11 Shower Seat Rectangle BASIS OF DESIGN � ASI 8202, CFCI

TP10 Toilet Paper Dispenser � Double � Surface Mounted OF/CI

TW40 Towel Pin AS SPECIFIED, CF/CI

KEYNOTES PER SHEET
01�01 ANSI TURN REQUIREMENTS

01�02 ANSI TOILET CLEARANCE REQUIREMENTS

01�03 ANSI SINK CLEARANCE REQUIREMENTS

01�04 SEE SHEET AS600A FOR DIMENSIONS AND NOTES RELATED TO LAVATORIES, MIRRORS, TP DISPENSERS, SHOWER AND TOILET
ACCESSORIES.

02�01 ALIGN FINISHES FACE OF NEW WALL WITH FACE OF EXISTING WALL. PROVIDE PLASTIC CONTROL JOINT AT ALL INTERSECTIONS OF
NEW WALL CONSTRUCTION TO EXISTING WALL CONSTRUCTION IN THE SAME PLANE.

02�02 DEMOLISH EXISTING WALL TO PROVIDE ACCESS TO MECHANICAL, ELECTRICAL, PLUMBING, FIRE PROTECTION AND DATA SYSTEM.
CONSTRUCT NEW WALL IN LOCATION OF DEMOLISHED WALL.

02�03 FIELD VERIFY EXISTING WALL CONDITION AND DIMENSIONS SHOWN. IF DIMENSIONS CANNOT BE MAINTAINED BASED UPON
EXISTING CONDITIONS, NOTIFY ARCHITECT IMMEDIATELY.

02�10 DIMENSIONS SHOWN ON PLAN ARE MAXIMUM DIMENSIONS. CONSTRUCT NEW WALLS SHOWN AS TIGHT AS POSSIBLE TO EXISTING
STRUCTURE/ WALL CONDITIONS. NOTIFY RESIDENT ENGINEER AND ARCHITECT IF A SPECIFIC WALL NEEDS TO BE CONSTRUCTED
TO EXCEED MAXIMUM DIMENSION, BEFORE COMMENCING WORK.

05�01 SEE MECHANICAL, ELECTRICAL, PLUMBING AND FIRE PROTECTION DRAWINGS FOR INFORMATION RELATED TO INSTALLATION OF
ACCESS LADDER AND REVISIONS TO EXISTING METAL GRATING AT AREA WELL ADJACENT TO TOILET ROOM. REFER TO
SPECIFICATION SECTION 05 50 00 METAL FABRICATIONS FOR GENERAL REQUIREMENTS. PROVIDE PRE�ENGINEERED LADDER AS
REQUIRED BASED UPON SITE CONDITIONS. MODIFY EXISTING METAL GRATING AS REQUIRED TO PROVIDE ACCESS TO NEW
EXHAUST FAN.

06�88 CASEWORK, OF/OI. PROVIDE 20 GAUGE, GALVANIZED SHEET METAL BLOCKING AT THIS LOCATION.

06�89 CASEWORK, OF/OI. PROVIDE PRESSURE TREATED WOOD BLOCKING AT THIS LOCATION.

08�01 CLEAR ANODIZED ALUMINUM, VERTICAL SLIDING SERVICE WINDOW UNIT WITH CONCEALED SASH BALANCE. PROVIDE UNIT WITH
1/4" TEMPERED GLASS, POLY�PILE WEATHER STRIPPING AND SLIDE LOCKS.

08�02 PROVIDE AND INSTALL 18" WIDE X 24" HIGH ACCESS PANEL. SEE SPECIFICATION SECTION 08 31 13 ACCESS DOORS AND FRAMES
FOR DETAILS OF FABRICATION AND INSTALLATION . COORDINATE FINAL LOCATION WITH OWNER AND MECHANICAL ENGINEERING.

09�02 SLOPE TILE FLOORING AT 1/4" PER 1'�0" TO LINEAR DRAIN BODY AT FRONT OF SHOWER. SEE PLUMBING DRAWINGS FOR LINEAR
DRAIN INFORMATION.

09�04 PATCH EXISTING SEAMLESS SHEET VINYL FLOORING AT NEW WALL CONSTRUCTION WITH FLASH COVED BASE. CONTACT V.A.
INTERIOR DESIGNER FOR INFORMATION ABOUT EXISTING FLOORING PRODUCT AND INSTALLATION DETAILS.

09�05 PATCH EXISTING SEAMLESS SHEET VINYL FLOORING AT NEW WALL OPENINGS. PROVIDE TRANSITION STRIPS AS REQUIRED
BASED UPON FLOORING MATERIALS ON BOTH SIDES OF OPENING. CONTACT V.A. INTERIOR DESIGNER FOR INFORMATION ABOUT
EXISTING FLOORING PRODUCT AND INSTALLATION DETAILS.

09�07 SEE DETAILS 7 AND 8/AS600A FOR TYPICAL WALL JOINT DETAIL BETWEEN NEW WALL CONSTRUCTION AND EXISTING WALL
CONSTRUCTION.

09�08 LAMINATE PROJECT SIDE OF ALL EXISTING WALLS WITH (1) LAYER OF 5/8" WALL BOARD. SEE WALL TYPE SHEET AE001, FOR WALL
TYPE S0B�EX. SEE GENERAL NOTES � WALLS FOR TYPE OF WALL BOARD TO BE INSTALLED BASED UPON LOCATION.

10�01 SEE SHEET AS600A FOR MOUNT HEIGHT INFORMATION FOR FIRE EXTINGUISHER CABINETS (FEC).

10�02 AT NEW WALL CONSTRUCTION IN�FILL EXISTING WALL PROTECTION SHEET, HAND RAIL AND CRASH RAIL INSTALLATION. PROVIDE
END CAPS, SUPPORTS, EDGE TRIM AND ALL OTHER ACCESSORIES REQUIRED. MODIFY EXISTING INSTALLED WALL PROTECTION
SHEET, HAND RAIL AND CRASH RAIL INSTALLATION AS REQUIRED TO PROVIDE AN INSTALLATION THAT IS NOT DISTINGUISHABLE

11�02 COORDINATE WALL OPENING DIMENSIONS WITH EQUIPMENT REQUIREMENTS. SEE DETAIL 9/AS600A FOR WALL OPENING FINISH
DETAIL.

 1/4" = 1'�0"3
PARTIAL GROUND FLOOR EQUIPMENT PLAN

EQUIPMENT SCHEDULE
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Type Width Height Depth Comments
Equipment

Status

FEC B50 9 1/2 x 24 x 6 Recess 9 1/2" 2'20" 6" AS SPECIFIED, CF/CI

FEC B53 9 1/2 x 24 x 6 Recess 9 1/2" 2'20" 6" AS SPECIFIED, CF/CI

FEC B53B 9 1/2 x 24 x 6 Recess 9 1/2" 2'20" 6" AS SPECIFIED, CF/CI

RF21 B56 REFRIGERATOR 1'210" 4'29" 1'211" OF/OI NEW

D21 B50A DRYER 2'27" 6'28" 2'211" OF/OI EXISTING

EC21 B52 ETO CABINET 2'20" 3'28" 1'26" OF/OI EXISTING

GS21 B52B ETO STERILIZER 3'21" 5'210 1/2" 3'27" OF/OI EXISTING

GS21 B52B ETO STERILIZER 3'21" 5'210 1/2" 3'27" OF/OI EXISTING

GS21 B52A ETO STERILIZER 3'21" 5'210 1/2" 3'27" OF/OI EXISTING

SS21 B53D STEAM STERILIZER 3'28" 6'23 1/4" 5'23 1/2" OF/OI EXISTING

SS21 B53D STEAM STERILIZER 3'28" 6'23 1/4" 5'23 1/2" OF/OI EXISTING

SS22 B53D STEAM STERILIZER 2 NEW 3'28" 6'23 1/4" 5'23 1/2" OF/OI NEW

US21 B53B ULTRA SONIC CLEANER 2
NEW

3'20" 3'21 1/2" 2'211" OF/OI NEW

US21 B53B ULTRA SONIC CLEANER 3'20" 3'21 1/2" 2'211" OF/OI EXISTING

US21 B53B ULTRA SONIC CLEANER 3'20" 3'21 1/2" 2'211" OF/OI EXISTING

WD21 B53C WASHER DISINFECTOR 2'27" 7'27" 3'29" OF/OI EXISTING

SHEET NOTES � FLOOR PLAN
1. BEFORE BEGINNING WORK, INVESTIGATE AND VERIFY THE EXISTENCE

AND LOCATION OF MECHANICAL AND ELECTRICAL SYSTEMS AND OTHER
CONSTRUCTION AFFECTING THE WORK.  IF DISCREPANCIES ARE
DISCOVERED, NOTIFY ARCHITECT PROMPTLY.

2. DIMENSIONS ON FLOOR PLANS ARE TO FINISH FACE OF WALLS UNLESS
NOTED OTHERWISE.

3. LOCATE ALL DOOR JAMBS 4" FROM ADJACENT PERPENDICULAR WALL
UNLESS NOTED OTHERWISE.

4. PROVIDE BLOCKING AND FRAMING AS INDICATED AND AS REQUIRED TO
SUPPORT FACING MATERIALS, FIXTURES, SPECIALTY ITEMS, MILLWORK
AND TRIM FOR CF/CI, OF/CI AND OF/OI ITEMS NOTED.

5. PROVIDE REQUIRED UTILITY SERVICES TO EQUIPMENT, FURNISHINGS
AND APPLIANCES.  SEE MECHANICAL, ELECTRICAL, PLUBMING, FIRE
PROTECTION AND COMMUNCATION DRAWINGS AND SPECIFICATIONS
FOR FURTHER INFORMATION.

6. SEE SHEET AE001 FOR ADDITIONAL GENERAL NOTES.

7. SEE DETAIL 6/AS600A FOR TYPICAL COVE CONDITION AT RESINOUS
FLOOR INSTALLATION.

# REVISION DATE

SHEET NOTES � EQUIPMENT PLAN

1. CONTRACTOR IS RESPONSIBLE FOR RELOCATION OF EXISTING EQUIPMENT AND
PROVIDING ALL NECESSARY CONNECTIONS TO MAKE EQUIPMENT FUNCTIONAL.

2. CONTRACTOR SHALL READ ALL MANUFACTURER'S INSTALLATION INSTRUCTIONS
AND BE FAMILIARIZED WITH ALL EQUIPMENT PRIOR TO DEMOLITION AND
INSTALLATION.

3. EQUIPMENT NOTED WITH "R" IS EXISTING EQUIPMENT TO BE RELOCATED.

4. EQUIPMENT SHALL BE INSTALLED PER MANUFACTURER'S REQUIREMENTS.

5. CONTRACTOR SHALL RETAIN THE SERVICES OF MANUFACTURER'S
REPRESENTATIVE FOR COORDINATION OF RELOCATION, UTILITY CONNECTIONS AND
START�UP OF ALL EQUIPMENT.

6. COORDINATE WITH OWNER TO SCHEDULE DATES OF MANUFACTURER'S
REPRESENTATIVES SITE VISIT TO COORDINATE EQUIPMENT TRAINING AND
MAINTENANCE REVIEW WITH OWNER'S STAFF.

7. STERIS EQUIPMENT CONTACT: DUANE HUBING; E�MAIL
DUANE_HUBING@STERIS.COM; PHONE (608)358�4859

8. 3M EQUIPMENT CONTACT: JIM HEISE; E�MAIL JFJEISE@MMM.COM; PHONE (800)
688�5888
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SCHEDULED CEILING AND HEIGHT
AS INDICATED ON CEILING PLAN

EXTEND MTL STUDS TO
UNDERSIDE OF STRUCTURE
ABOVE

(1) LAYER 5/8" GYP BD ON MTL STUDS,
SEE WALL TYPE ON FLOOR PLAN FOR
METAL STUD THICKNESS.

MTL STUD BRACING
(AS REQUIRED)

BOTTOM OF BULKHEAD
7'�0"

SEE CEILING PLAN
SCHEDULED CEILING AND HEIGHT
AS INDICATED ON CEILING PLAN

EXTEND MTL STUDS TO UNDERSIDE
OF STRUCTURE ABOVE

(1) LAYER 5/8" GYP BD ON MTL
STUDS

MTL STUD BRACING (AS
REQUIRED)

6"

REVEAL EDGE TRIM. FRY REGLET "F"
ACOUSTICAL TRIM, OR APPROVED EQUAL.

FACE OF WALL, BEYOND

BOTTOM OF SOFFIT
SEE CLG PLAN FOR HGT

CEILING HEIGHT
7'�0"

2'
�2

"

18 GA. SHEET METAL CEILING CLOSURE TRIM.
SHOP FINISH IN FLAT BLACK. ATTACHED TO

WALL ABOVE WINDOW HEAD AND POP RIVET TO
CEILING SYSTEM WALL ANGLE.

NEW, PREFINISHED, INSULATED METAL PANELS
TO FIT INTO GLAZING POCKET OF EXISTING

JAMBS, HEAD AND SILL AND NEW INTERMEDIATE
MULLIONS. COLOR TO MATCH EXISTING

WINDOW FRAMING. PROVIDE R13 INSULATION
VALUE FOR NEW METAL PANEL CONSTRUCTION.

FIELD VERIFY DIMENSION BEFORE FABRICATING
CEILING CLOSEURE TRIM

30° � 45°

30° � 45°

CLAMP BOLT, TYP.

SHIM, AS REQUIRED.

METAL MOUNTING PLATE, VERIFY SIZE
REQUIRED BASED UPON EQUIPMENT TO BE
SUPPORTED.

FINISHED CEILING

1/8" BENT METAL PLATES SECURED TO
STRUCTURE

STEEL CHANNEL BRACES, ONE IN
EACH CARDINAL DIRECTION. TOTAL OF
(4). INSTALL TO CLEAR DUCTS, PIPES
AND OTHER ABOVE CEILING
OBSTRUCTIONS

X

COORDINATE DIM. WITH EQUIPMENT
MOUNTING PLATE.

FINISHED CEILING

ALL CLAMP BOLTED CONNECTIONS, TYP.

1/8" BENT METAL PLATE CONNECTIONS, TYP.

1�5/8" CLOSED END METAL CHANNELS,
MOUNTED BACK TO BACK

SETION DETAIL

'D' WING

'A' WING
'B 'WING

'C
' W
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G

KEY PLAN

AREA OF WORK

3  3  3    E a s t    C h i c a g o    S t r e e t
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tel  414   271  5350    fax   414   271 7794
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2 2 2  West  Washington  Ave, Suite  650
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tel  608  442  5350    fax   608  442  6680

m a d i s o n
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SCALE

DATE

DRAWN

BLDG. NO.

N
O

R
T

H

FULLY SPRINKLERED

AS INDICATED

AS111

2010059

JUNE 15, 2011

BID DOCUMENTS

607�10�105

KNS

SPD UPGRADE PROJECT

VA HOSPITAL � `B` WING

PARTIAL GROUND

FLOOR CEILING PLAN

SCALE: 1/4" = 1'�0"

8'4'0" 2'1'

 1/4" = 1'�0"1
PARTIAL GROUND FLOOR REFLECTED CEILING PLAN

 1 1/2" = 1'�0"2
BULKHEAD AT SUSPENDED ACT

 1 1/2" = 1'�0"3
SOFFIT @ SUSPENDED ACT

 1 1/2" = 1'�0"4
CEILING DETAIL AT EXTERIOR WINDOW

 1 1/2" = 1'�0"5
TYP. EQUIPMENT MOUNTING DETAIL

KEYNOTES PER SHEET
09�03 PATCH EXISTING G.W.B. SUSPENDED CEILING AS REQUIRED BY NEW CONSTRUCTION.

09�06 ALIGN ACT CEILING GRID WITH WALL, AS SHOWN.

11�03 COORDINATE LOCATION AND INSTALLATION REQUIREMENTS OF CEILING MOUNTED EQUIPMENT, SEE DETAIL
5/AS111 FOR EQUIPMENT SUPPORT DETAIL.

11�04 COORDINATE LOCATION AND INSTALLATION REQUIREMENTS OF CEILING MOUNTED MEDICAL GAS HOSE
REEL. SEE MEDICAL GAS DRAWINGS AND DETAIL 5/AS111 FOR ADDITIONAL INFORMATION.

SHEET NOTES � CEILING PLAN
1. NOTIFY ARCHITECT IMMEDIATELY OF ANY DISCREPANCIES WITH EXISTING CONDITIONS OR DIMENSIONS

PRIOR TO PROCEEDING WITH WORK.

2. COORDINATE LOCATION OF ACCESS PANELS WITH MECHANICAL, ELECTRICAL, PLUMBING, FIRE PROTECTION
AND COMMUNICATION DRAWINGS, SPECIFICATIONS AND SUB�CONTRACTORS.

3. LIGHTING IS INDICATED FOR SCOPE AND CONCEPT ONLY. SEE ELECTRICAL DRAWINGS FOR LIGHTING TYPES
AND LOCATIONS.

4. MINIMUM SIZE FOR PERIMETER CEILING TILES SHALL NOT BE LESS THAT 4" IN ALL DIRECTIONS.  CONTACT
THE RESIDENT ENGINEER BEFORE INSTALLATION WHERE EXISTING CONDITIONS MAY PRECLUDE THIS 4"
MINIMUM.

5. REFERENCE FINISH SCHEDULE FOR CEILING FINISH AT NEW GWB AND EXISTING CEILING LOCATIONS

6. SEE PLUMBING/ ELECTRICAL POWER AND COMMUNICATION PLANS, DRAWINGS AND SPECIFICATIONS FOR
NUMBER, LOCATION AND DETAIL INFORMATION ON CEILING MOUNTED EQUIPMENT. SEE DETAIL 5/AS111 FOR
TYPICAL CEILING MOUNTED EQUPMENT DETAIL.

7 SEE SHEET AD100A FIRST FLOOR DEMOLITION PLAN FOR AREAS NOT SHOWN ON THIS REFLECTED CEILING
PLAN THAT WILL REQUIRE PATCHING AS REQUIRED BY THE INSTALLATION AND RENOVATION OF EXISTING
MECHANICAL, ELECTRICAL, PLUMBING AND FIRE PROTECTION SYSTEMS.

# REVISION DATE
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REMOVE EXISTING WINDOW GLAZING TO
ALLOW FOR INSTALLATION OF NEW EXHAUST
DUCT WORK. PROVIDE NEW INTERMEDIATE
MULLIONS TO CREATE DUCK WORK OPENING.
PROVIDE AND INSTALL NEW, PREFINISHED,
INSULATED METAL PANELS TO FIT INTO
GLAZING POCKET OF EXISTING JAMBS, HEAD
AND SILL AND NEW INTERMEDIATE MULLIONS.
COLOR TO MATCH EXISTING WINDOW
FRAMING. PROVIDE R13 INSULATION VALUE
FOR NEW METAL PANEL CONSTRUCTION.
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M a d i s o n,  W i s c o n s i n    5 3 7 0 3
tel  608  442  5350    fax   608  442  6680

m a d i s o n

IBC PROJECT NO.

VA PROJECT NO.

SCALE

DATE

DRAWN

BLDG. NO.

N
O

R
T

H

FULLY SPRINKLERED

AS INDICATED

AS230A

2010059

JUNE 15, 2011

BID DOCUMENTS

607�10�105

KNS

SPD UPGRADE PROJECT

VA HOSPITAL � `B` WING

INTERIOR ELEVATIONS

 1/2" = 1'�0"13
WORKROOM � TYPICAL ELEVATION

 1/2" = 1'�0"2
ANTE ROOM � WEST ELEVATION

 1/2" = 1'�0"1
GAS STERILIZER AREA � SOUTH ELEVATION

 1/2" = 1'�0"12
MULTI�PURPOSE � WEST ELEVATION

 1/2" = 1'�0"14
WORKROOM � EAST ELEVATION

 1/2" = 1'�0"8
DECONTAMINATION � EAST ELEVATION

 1/2" = 1'�0"9
DECONTAMINATION � NORTH ELEVATION

 1/2" = 1'�0"11
ANTE ROOM � SOUTH ELEVATION

 1/2" = 1'�0"10
ANTE ROOM � EAST ELEVATION

KEYNOTES PER SHEET
06�88 CASEWORK, OF/OI. PROVIDE 20 GAUGE, GALVANIZED SHEET METAL BLOCKING AT THIS LOCATION.

06�89 CASEWORK, OF/OI. PROVIDE PRESSURE TREATED WOOD BLOCKING AT THIS LOCATION.

06�90 COORDINATE INSTALLATION OF SINK WITH OF/OI CASEWORK.

06�91 REFRIGERATOR, OF/OI EQUIPMENT. COORDINATE LOCATION OF UTILITIES TO SERVE EQUIPMENT.

08�01 CLEAR ANODIZED ALUMINUM, VERTICAL SLIDING SERVICE WINDOW UNIT WITH CONCEALED SASH BALANCE.
PROVIDE UNIT WITH 1/4" TEMPERED GLASS, POLY�PILE WEATHER STRIPPING AND SLIDE LOCKS.

09�01 12 X 12 PORCELAIN CERAMIC TILES AT WET WALL LOCATIONS AND AT ALL WALLS IN THE SHOWER.

22�01 SEE PLUMBING DRAWINGS FOR SINK INFORMATION. COORDINATE LOCATION OF SINK WITH OF/OI CASEWORK
AND EQUIPMENT.

22�02 COORDINATE LOCATION OF MEDICAL GAS OUTLETS WITH OF/OI CASEWORK AND EQUIPMENT.

22�03 ADJUSTABLE HEIGHT STAINLESS STEEL SINKS, SEE PLUMBING DRAWINGS FOR DETAILS AND SCOPE OF WORK.

26�01 COORDINATE LOCATION OF ELECTRICAL OUTLETS WITH OF/OI CASEWORK AND EQUIPMENT.

 1/2" = 1'�0"15
TOILET � WEST ELEVATION

 1/2" = 1'�0"16
TOILET � NORTH ELEVATION

 1/2" = 1'�0"3
TOILET � EAST ELEVATION

# REVISION DATE

 1/2" = 1'�0"7
DECONTAMINATION � SOUTH ELEVATION

 1/2" = 1'�0"6
INCUBATOR AREA � SOUTH ELEVATION

 1/2" = 1'�0"5
INCUBATOR AREA � EAST ELEVATION

 1/2" = 1'�0"4
INCUBATOR AREA � NORTH ELEVATION



SEE PLANS FOR WALL TYPE

CONTINUOUS SEALANT @
PERIMETER TYP

HOLLOW METAL FRAME

4" UNO

GROUT FRAME SOLID

SEE PLAN FOR WALL TYPE

CONTINUOUS SEALANT @
PERIMETER TYP

HOLLOW METAL FRAME

GROUT FRAME SOLID

DIMENSION NOTES

WIDTH AND HEIGHT AS SCHEDULED UNLESS NOTED OTHERWISE
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FEC

TOILET ACCESSORIES � OF/CI F.E.C.MIRROR

2 3/8"

LINEAR SHOWER DRAIN ASSEMBLY
WITH MEMBRANE FLASHING. PROVIDE
WITH DOT PATTERN STRAINER AND
ALL REQUIRED ACCESSORIES.

WATERPROOFING MEMBRANE AT SHOWER

FLOOR LEVELING COMPOUND. ELEVATE
FROM EXISTING FLOOR HEIGHT TO
ALLOW 1/4" PER 1'�0" SLOPE TO LINEAR
DRAIN ASSEMBLY

EXISTING CONCRETE SLAB

12" PORCELAIN CERAMIC TILE FLOORING

EXTEND TILE TRIM FROM ONE
DIRECTION TO MEET
INTERSECTING WALL FLUSH

COPE INTERIOR FLANGES
FROM TILE TRIM  FROM OTHER
DIRECTION, CUT AT 45º ANGLE
AND OVERLAP TILE TRIM FROM
INTERSECTING WALL

SQUARE EDGE TILE AT ALL EDGE
CONDITIONS.

STAINLESS STEEL, TILE TRIM AT ALL
EDGE CONDITIOINS. SCHLUTER
SYSTEMS, "SCHIENE" OR APPROVED
EQUAL.

3'
�0

"

WP�2, HANDRAIL

WP�3,  WALL PROTECTION BOARD.

FLASH COVE BASE, TYP.

6"
WP�1, CRASH RAIL

6"

1"

STAINLESS STEEL, TILE TRIM AT
ALL EDGE CONDITIONS.
SCHLUTER SYSTEMS, "SCHIENE"
OR APPROVED EQUAL. SEE
DETAIL 4/AS600A FOR CORNER
CONDITION DETAIL.

EPOXY MORTAR RESINOUS
FLOORING SYSTEM

1" RADIUS, EPOXY MORTAR,
RESINOUS COVE BASE.

EXISTING WALL

SEALANT � BOTH SIDES

WALL TYPE PER PLAN

WALL BOARD  PER WALL TYPE

METAL STUD PER WALL TYPE

"L" BEAD � BOTH SIDES

THIS DETAIL APPLIES TO ALL CONDITIONS OF THIS TYPE,
WETHER IT IS NOTED ON THE PLAN OR NOT.

EXISTING WALL

WALL TYPE PER PLAN

WALL BOARD  PER WALL TYPE

METAL STUD PER WALL TYPE

"V" CONTROL JOINT BEAD �
BOTH SIDES

THIS DETAIL APPLIES TO ALL CONDITIONS OF THIS TYPE,
WETHER IT IS NOTED ON THE PLAN OR NOT.

'D' WING

'A' WING
'B 'WING

'C
' W

IN
G

KEY PLAN

AREA OF WORK

EQUIPMENT

WALL TYPE PER PLAN

WALL BOARD  PER WALL TYPE

METAL STUD PER WALL TYPE

"J" BEAD � BOTH SIDES

THIS DETAIL APPLIES TO ALL CONDITIONS OF THIS TYPE,
WETHER IT IS NOTED ON THE PLAN OR NOT.

OPENING CLOSURE PIECE,
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SCHEDULES AND
DETAILS

DOOR AND FRAME SCHEDULE

N
U

M
B

E
R

DOOR FRAME

HDWE
TAG REMARKS

SIZE

TYPE MAT FIN GL TYPE MAT FIN

DETAIL

LEAF
QTY

LEAF
WIDTH HGT HEAD JAMB

B49�A 1 3'�0" 7'�0" G HM PT�X GL�1 01 HM PT�X 2/AS600A 1/AS600A HW�4A

B49�F 1 3'�0" 7'�0" F HM PT�X 02 HM PT�X 2/AS600A 1/AS600A HW�10B

B49�G 1 1'�6" 7'�0" N333 HM PT�X GL�1 02 HM PT�X 2/AS600A 1/AS600A �

B49A�A 1 2'�10" 7'�0" G HM PRE GL�1 01 HM PT�X 2/AS600A 1/AS600A HW�3A

B51�A 1 3'�0" 7'�0" F HM PT�X 01 HM PT�X 2/AS600A 1/AS600A HW�4B

B51�B 1 3'�0" 7'�0" G HM PT�X GL�1 01 HM PT�X 2/AS600A 1/AS600A HW�1B

B52A�A 1 2'�8" 7'�0" F HM PT�X 01 HM PT�X 2/AS600A 1/AS600A HW�5A

B52B�A 1 2'�8" 7'�0" F HM PT�X 01 HM PT�X 2/AS600A 1/AS600A HW�5A

B52B�B 1 2'�8" 7'�0" F HM PT�X 01 HM PT�X 2/AS600A 1/AS600A HW�5A

B53�A 1 3'�6" 7'�0" F HM PT�X 01 HM PT�X 2/AS600A 1/AS600A HW�4D

B53A�A 1 3'�0" 7'�0" F HM PT�X 02 HM PT�X 2/AS600A 1/AS600A HW�10B

B53A�B 1 1'�0" 7'�0" N333 HM PT�X GL�1 02 HM PT�X 2/AS600A 1/AS600A �

B53A�C 1 3'�6" 7'�0" N333 WD PT�X GL�1 01A HM PT�X 2/AS600A 1/AS600A HW�4D

B53B�A 1 2'�8" 7'�0" G HM PT�X GL�1 01 HM PT�X 2/AS600A 1/AS600A HW�1A

B53C 1 2'�0" 7'�0" F HM PT�X 01 HM PT�X 2/AS600A 1/AS600A HW�5A

B53E�A 1 3'�0" 7'�0" F HM PT�X 01 HM PT�X � � � EXISTING DOOR AND FRAME TO RECEIVE NEW FINISHES

B56�A 1 3'�0" 7'�0" F HM PT�X 01 HM PT�X 2/AS600A 1/AS600A HW�4

B56�B 1 2'�8" 7'�0" G HM PT�X GL�1 01 HM PT�X 2/AS600A 1/AS600A HW�1A

B56B�A 1 2'�8" 7'�0" F HM PT�X 01 HM PT�X 2/AS600A 1/AS600A HW�2C

 3" = 1'�0"1
HM DOOR JAMB � GYP BD

 3" = 1'�0"2
HM DOOR HEAD � GYP BD

 1/4" = 1'�0"

DOOR TYPES

 1/4" = 1'�0"

FRAME TYPES

MATERIAL SCHEDULE

CODE DESCRIPTION MANUFACTURER PRODUCT # COLOR FINISH SIZE REMARKS
A

ACT�1 ACOUSTICAL CEILING TILE CERTAINTEED CASHMERE, TYPE III, FORM 1, PATTERN E � � 3/4" X 24" X 48"

ACT�2 ACOUSTICAL CEILING TILE CERTAINTEED VINYLROCK, TYPE XX, PATTERN G � � 1/2" X 24 X 48 CEILING SYSTEM TO BE GASKETED AND PROVIDED WITH HOLD DOWN CLIPS, SEE SPECIFICATIONS.

C

CG�1 CORNER GUARD � 16 GA. TYPE 304, STAINLESS STEEL � US32D � SATIN FINISH 3" WINGS X 6'�8" HIGH CEMENT ATTACHMENT, CAULK ALL EDGES.

CT�1 CERAMIC TILE DALTILE FRANSICISCAN SLATE AS SELECTED BY OWNER FROM MANUFACTURER'S STANDARD COLOR LINE � 12" X 12" FLOOR AND WALL PROVIDE TRIM PIECES AS REQUIRED BASED UPON INSTALLATION REQUIREMENTS

CTB�1 CERAMIC TILE BASE DALTILE FRANSICISCAN SLATE AS SELECTED BY OWNER FROM MANUFACTURER'S STANDARD COLOR LINE � 6" X 12" COVE SEE DETAIL 4/AS600A FOR TRIM DETAIL

G

GL�1 GLASS � � CLEAR VISION GLASS � � PROVIDE TEMPERED "SAFETY GLASS" AS REQUIRED BY CODE.

GT�1 GROUT LATICRETE LATAPOXY SP�100 AS SELECTED BY OWNER FROM MANUFACTURER'S STANDARD COLOR LINE � � �

P

PT�X PAINT � � CONTRACTOR TO MATCH PAINT COLOR SAMPLES AS SELECTED BY OWNER SEMI�GLOSS � NUMBER AND LOCATION OF PAINTED WALLS TO BE DETERMINED BY OWNER AFTER AWARD OF
CONTRACT.

R

RB�1 RESILIENT BASE JOHNSONITE RUBBER, WALL BASE AS SELECTED BY OWNER FROM MANUFACTURER'S STANDARD COLOR LINE � � �

RCS�1 RESINOUS COATING SYSTEM STONHARD STONEGLAZE, VSE AS SELECTED BY OWNER FROM MANUFACTURER'S STANDARD COLOR LINE � � OR APPROVED EQUAL

RF�1 RESILIENT FLOOR TILE POLYFLOR CAMARO PU, PVC TILE AS SELECTED BY OWNER FROM MANUFACTURER'S STANDARD COLOR LINE � 8" X 48"  PLANKS (NOMINAL) OR APPROVED EQUAL

RS�1 RESINOUS FLOOR STONHARD STONBLEND, HDF AS SELECTED BY OWNER FROM MANUFACTURER'S STANDARD COLOR LINE � � OR APPROVED EQUAL

RSB�1 RESINOUS FLOOR BASE STONHARD STONBLEND, HDF AS SELECTED BY OWNER FROM MANUFACTURER'S STANDARD COLOR LINE � � OR APPROVED EQUAL

S

SST�1 STAINLESS STEEL � � US32D � SATIN FINISH � ALL ITEMS TO BE FURNISHED BY THE CONTRACTOR IN STAINLESS STEEL TO HAVE US32D � SATIN
FINISH AS THE STANDARD.

W

WC�1 WALL COVERING MDC TYPE II, VINYL WALLCOVERING AS SELECTED BY OWNER FROM MANUFACTURER'S STANDARD COLOR LINE � �

WP�1 WALL PROTECTION IN�PRO CORPORATION 1400 WALL GUARD 0186 MERLOT � �

WP�2 WALL PROTECTION IN�PRO CORPORATION 1200 HAND RAIL 0186 MERLOT � �

WP�3 WALL PROTECTION � SHEET IN�PRO CORPORATION .060 THICK RIGID VINYL SHEET 0186 MERLOT � �

FINISH SCHEDULE

N
um

be
r

Name
Floor
Finish

WALLS
Base
Finish

Ceiling
Finish CommentsNorth South East West

B49 WORKROOM RF�1 PT�X PT�X PT�X PT�X RB�1 ACT�1

B49A MANAGER'S OFFICE RF�1 PT�X PT�X PT�X PT�X RB�1 ACT�1

B49B SPD EDUCATOR'S WORKSTATION RF�1 PT�X � PT�X PT�X RB�1 ACT�1

B50 STERILE PREP RS�1 � RCS�1 RCS�1 � RSB�1 RCS�1 INSTALL NEW FLOOR, WALL AND CEILING FINISHES TO MATCH EXISTING.

B50A INCUBATOR AREA RS�1 RCS�1 RCS�1 RCS�1 RCS�1 RSB�1 RCS�1

B51 ANTE ROOM RF�1 PT�X PT�X PT�X PT�X RB�1 ACT�2

B52 GAS STERILIZER AREA RS�1 RCS�1 RCS�1 RCS�1 RCS�1 RSB�1 RCS�1

B52A ACCESS SPACE ETR � � � � � EXP.

B53 ANTE ROOM RS�1 RCS�1 RCS�1 RCS�1 RCS�1 RSB�1 RCS�1

B53A CART WASH RS�1 RCS�1 RCS�1 RCS�1 RCS�1 RSB�1 RCS�1

B53B DECONTAMINATION RS�1 RCS�1 RCS�1 RCS�1 RCS�1 RSB�1 RCS�1

B53C STERILIZERS RS�1 RCS�1 RCS�1 RCS�1 RCS�1 RSB�1 RCS�1

B53E STORAGE RS�1 RCS�1 RCS�1 RCS�1 RCS�1 RSB�1 RCS�1 PREP EXISTING FLOOR WALL AND CEILING AS REQUIRED TO RECEIVE NEW FINISHES.

B55 SCOPE ROOM RS�1 RCS�1 RCS�1 RCS�1 RCS�1 RSB�1 RCS�1

B55CC ASSISTANT CHIEF RF�1 PT�X PT�X PT�X PT�X RB�1 ACT�1

B55DD LEAD TECH. RF�1 PT�X PT�X PT�X PT�X RB�1 ACT�1

B55EE LEAD TECH. RF�1 PT�X PT�X PT�X PT�X RB�1 ACT�1

B56 MULTI�PURPOSE ROOM PF�1 PT�X PT�X WC�1 PT�X RB�1 ACT�1

B56A ANTE ROOM RF�1 PT�X PT�X PT�X PT�X RB�1 ACT�2

B56B TOILET CT PT/CT PT/CT PT PT/CT CT ACT�2

 3" = 1'�0"3
LINEAR DRAIN DETAIL

 6" = 1'�0"4
TILE EDGE DETAIL

 3/4" = 1'�0"5
WALL INFILL � WALL PROTECTION DETAIL

 3" = 1'�0"6
RESINOUS FLOORING COVE BASE DETAIL

A

B

 3" = 1'�0"7
NEW STUD PARTITION  TO EXISTING WALL

 3" = 1'�0"8
NEW STUD PARTITION  TO EXISTING WALL

# REVISION DATE

 3" = 1'�0"9
NEW STUD PARTITION  TO EXISTING WALL


